
USER MANUAL
2303 Camera Programmer

After making your adjustments and saving your settings as per the instructions, 
shut off power to the monitor, remove the programmer and the connect cable, 
then reconnect the camera directly to the monitor input. Test your view to confirm 
your settings have been saved.
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G: RESTORE PARK LINES TO FACTORY DEFAULT
This option will return the Park Lines to the default settings.Use the Right and Left Arrows to select your choice and 
press MENU to save.
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Wiring / Connections

Before beginning your installation, familiarize yourself with the installation 
instructions and the complete camera system components.

To ensure your safety, (A) apply the emergency brake and (B) read this entire 
manual before beginning.

1: Connect the programmer in-line between the camera and Monitor as shown on Page 2.

2: If your image on the monitor is reversed (Left and Right Sides Reversed) shut off the power 
to the camera/monitor and then cut the green loop on the camera harness. After cutting, turn 
the power back on to check the image. NOTE: You must disconnect or shut off power for the 
image change to take effect. To change the camera back to the default image re-connect the 
two green leads.

3: Programming

 

A: With  the  Programmer  connected,  the  camera  on,  and 
while viewing the image on the Monitor press the MENU 
button to enter the programming  mode.

The first Menu option will show on your monitor.
Select  either  Front  View  or  Rear  View  based  upon  the 
placement of the camera by using the up/down arrows on
the programmer.

Press MENU to confirm your choice

B: Select either “ADJUST VIEW” for viewing angle or
“ADJUST PARKING LINE” for the angle and placement of 
the displayed parking lines, or to select Park Lines ON/OFF. 
Use the arrows to select your option and press Menu to 
enter the next screen.
C: ADJUST VIEW – ROTATION Use the Right and Left 
Arrow Buttons

to rotate clockwise or counter-clockwise as needed.
Press the MODE button           to enter the confirmation/save

screen. Press the  Left or Right Arrow to Select your choice 
and then press MENU           to save.

NOTE: When saving a change, you will see a confirmation
“SAVED” on the screen briefly, when canceling or not  
saving you will not receive a confirmation.
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Wiring/Connections Diagram
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E: RESTORE FACTORY VIEW SETTINGS
This option will return the camera view and rotation settings to the default settings.
Use the Right and Left Arrows to select your choice and press MENU to save.
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