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High Definition Cameras with Electronic Angle Adjustment allows for compensation 
of issue like difficult mounting areas or chassis sag over time without repositioning 
the camera.
Features: Specifications:

 

 High Resolution 700 TVL 720P 1280*720 



Imager



190 Degree Viewing Angle



Ultra Low Light Sensitivity .01Lux 



Selectable / Adjustable Park Lines



Selectable Mirror / Standard Image 2402



4 PIN HD Connector



18" UV Rated Poly Cable and Connectors

Mounting Brackets, Gasket, and Hardware 
included - Varies Per Model





Lens Angle: Horiz - 190 Vert -90 



Min. Illumination Req. 0.01 Lux



HD 4 Pin Connector



Shock / Vibration Tested to 10G



Waterproof: IP69K



Operating Voltage: 5-36 Vdc



Operating Temp: -20 C - +70C



Storage Temp: -40 C – +90 C



Weight: 3oz



Package: 9oz, 6.5" x 3.5" x 2"



Master Carton Qty: 20


2301 UPC: 632138340934
2302 UPC: 632138340651

North America LLC

Heavy Duty Adjustable 190 Degree View 
Surface and Flush Mount Cameras Offer 
an Industry First in Mounting Applications.

Part# 2301 & 2302   

2301 Surface Mount 2302 Flush Mount 

Adjustable Angle, 
Camera Rotation,  
& Park Lines

2303 Camera Programmer required for programming 
2301 & 2302 cameras - available separately 




